
 

PRODUCT DATA SHEET 

 

 

 

 

 

 

TRANSMISSION OIL  

TRANSOL - A  

 

It is a premium quality transmission oil having a low coefficient of friction to meet General 

Motors Type A Suffix A Specifications. This is blended with highly refined base oils and 

doped with selected additives which improves the life of transmission and steering system. 

 

PRODUCT FEATURES 

 High thermal and oxidation stability.  

 Good detergent – dispersant, antiwear, anticorrosion properties.  

 Provides excellent power shift transmission, even at low temperature. 

 Reduces gear wear. 

 Compatible with various type of seal materials.  

 

APPLICATIONS  

 Lubrication of synchromesh gears and automatic and power steering units of 

automobiles and LCVs requiring Type A Suffix A fluid.  

 

PERFORMANCE LEVEL  

 TES 122 of Detroit Diesel Allison, General Motors Type A Suffix A specifications.  

 

CHARACTERISTICS 

S. NO. PROPERTIES TRANSOL-A 

1. Appearance Clear Red 

2. Kinematic Viscosity, cSt@100° C  7-8 

3. Viscosity Index, min.  150 

4. Pour Point, °C, max.  -39 

5. Flash Point, COC, °C, min.  180 

*The specifications are subject to variations/development/customization. 

 

PACKINGS: 210L, 50L, 20L,15L,5L,1L, 500ml 

 

 

 

 

 

 

 

 

 

 

 

 

 


